MY DEADBOLT | INSTRUCTIONS | DOUBLE CYLINDER

Using the template provided, mark out hole positions for lock
and bolt. Then remove template.

Bore out the sides of the door where marked with either a 51mm
or 54mm hole saw. Drill from both sides to prevent splintering.
Do not drill through the door.

Drill bolt hole using a 24 or 25mm forstner or spade bit. Ensure
hole is drilled out square to the door

Chisel out face plate.

insert bolt as shown with the 'UP' arrow facing down(1).

Predrill holes for screws and drill screws in by hand. Care must
be taken so as not to scratch the finished surface.

Place cylinder (1) onto base (2) and screw into place as shown
with the 2 screws per cylinder provided (3).
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Cut down torque blades (1) so that they are long enough to engage the deadbolt hub but short enough that they do not touch the cylinder on the other side of the door.
Install with the outside torque bar in a horizontal position and the inside torque bar to be vertical.
Place blind posts (2) on the outside base as shown and fix in place by inserting bolts (3) through the inside base as shown. Tighten by hand.

Ensure that the lock works on both sides by locking and unlocking with a key from both sides before placing cover plates (4). Cover plates are fixed in with a grub screw (5) found undemeath. Loosen the

grub screws first before installing the cover plates.

Install striker as per carpentry best practices using a 25mm dill for the bolt to go info.

TEMPLATE

60mm backset

Before commencing, ensure template is to scale. Use actual products for
measurements where necessary such as faceplate cutout

Instructions are designed for experienced frained installers. They are not infended
for Do |t Yourself installers

Apply best practices when Installing Inciucied but not limited to: use hand tools to
avoid damaging finishes, use appropriate tools for cutting out holes, faceplates,
bolts and forque bar.

70mm backset - fold here
60mm backset - fold here

70mm backset




